XULT39ECVT

IMPORTANT!'!

DO NOT OPERATE THE BED
[F NOT SECURELY SCREWED
TO THE WALL. BED MUST
BE SCREWED TO THE WALL
TO PREVENT SERI10US
DAMAGE OR INJURY.

FRONT PANNEL

MUST BE INSTALLED

PISTONS ASSEMBLY INSTRUCTION/UNLOCKING XULTS4ECVT
XULT60ECVT
A @p Screw M8X20 |16pes |B ( Screw M5x55 | 26pcs C% piston 2cs |D bracket 2pos
B @ washer 8pos | @ Screw M6x18 | 8pes |G| ——7| mattress stopper | 2pcs |H fb Screw M5X15 | 4pcs
1| &g fastener wes |J| & nut M5 4pcs K% handle 1o |LL & Screw M5x16 | 4pcs
M| == wrench 1pe Nﬁ L key 1pc OW Mechanism 2pcs
/
/\\

The KG number is at the
\ bottom, next to the

Ve N bed frame. Pistons will
AI:? X/ M extend from below after
e unlocking. DO NOT
\%é / attempt to open the
\\\Aﬂ//// pistons while not

/ assembled. Assemble
/' them and unlock ONLY at
step 7/10




. Assemble piston 1 to the
mechanism. if it is hard to
;ssemble the piston, you can
.F

djust the height of bed
rame, so it can assemble up
//easily.

move the leg up, unlock piston Dfirst

Press the frame down to unlock piston
1. Bed will not go up without
unlocking.

Assemble piston 2 to the mechanism.
follow the same step 5




follow same step 7 to unlock piston 2

\_
0 Attach handle at your comfortable
height, but not too low. Measure

<::> (:::) twice!!! Attach once!
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